
 
Tork EWZ103 Programming Simplified (2010) 

 
 

Evening illumination “On” at Sunset “Off” at midnight 

 
1. Press MODE to advance to CLK.  Press HOUR, MIN, to set current time. Press ENTER. 

2. Press MONTH, DATE, YEAR to set current date. Press ENTER. 

3. Display will show “dst on”. 

*If Daylight Saving Time is required, press ENTER and go to step 4. 

*If Daylight Savings Time is not required, press DEL. Display will show “dSt off”. Press   

  ENTER. Continue at step 4. 

4. Press HOUR and MIN to advance to 12:01AM. Press ENTER. 

5. Press MODE. 

6. Press LATITUDE to advance to desired latitude. Display will show “LAtn”.  Press ENTER.  

7. Press DAY. All seven days will show on the display. Press ENTER. 

8. Press MIN to advance to 15 minutes. Press EVENT. Display will show a minus “-“ sign. Press ENTER. 

9. Press DAY. All seven days will show on the display. Press ENTER. 

10. Press MODE to return to AUTO. 

 

Evening illumination with Morning illumination 
“On” at Sunset “Off” at midnight    “On at 5 A.M. “Off” at sunrise 

 
1. Press MODE to advance to CLK.  Press HOUR, MIN, to set current time. Press ENTER. 

2. Press MONTH, DATE, YEAR to set current date. Press ENTER. 

3. Display will show “dst on”. 

*If Daylight Saving Time is required, press ENTER and go to step 4. 

*If Daylight Savings Time is not required, press DEL. Display will show “dSt off”. Press   

  ENTER. Continue at step 4. 

4. Press HOUR and MIN to advance to 12:01AM. Press ENTER. 

5. Press HOUR to advance to 5:00AM. Press ENTER. 

6. Press MODE. 

7. Press LATITUDE to advance to desired latitude. Display will show “LAtn”.  Press ENTER.  

8. Press DAY. All seven days will show on the display. Press ENTER. 

9. Press MIN to advance to 15 minutes. Press EVENT. Display will show a minus “-“ sign. Press ENTER. 

10. Press DAY. All seven days will show on the display. Press ENTER. 

11. Press MODE to return to AUTO. 
 

All Night illumination “On” at Sunset “Off” at Sunrise 
 
1. Press MODE to advance to CLK.  Press HOUR, MIN, to set current time. Press ENTER. 

2. Press MONTH, DATE, YEAR to set current date. Press ENTER. 

3. Display will show “dSt on”. 

 *If Daylight Saving Time is required, press ENTER and go to step 4. 

*If Daylight Savings Time is not required, press DEL. Display will show “dSt off”. Press   

  ENTER. Continue at step 4. 

4. Press MODE. 

5. Press LATITUDE to advance to desired latitude. Display will show “LAtn”.  Press ENTER.  

6. Press DAY. All seven days will show on the display. Press ENTER. 

7. Press MIN to advance to 15 minutes. Press EVENT. Display will show a minus “-“ sign. Press ENTER. 

8. Press DAY. All seven days will show on the display. Press ENTER. 

9. Press MODE to return to AUTO. 

IF AT ANY TIME DURING THE PROGRAMMING PROCESS YOU WOULD LIKE TO START OVER FROM 

SCRATCH, PRESS MODE UNTIL YOU GET TO THE AUTO SCREEN. THEN PRESS ENTER, THEN EVENT, 

THEN ENTER AGAIN. THE CLOCK SHOULD RESET AND BLINK 12:00. NOW YOU CAN START OVER. 


